
6000-GN Duct Sample Enclosure
For use with series 60xx gas monitors
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Mount this enclosure on the outside of an 
air duct with the sample tube protruding 
into the duct and install any series 60xx 
Gas Monitor inside on the posts.

Features and Benifits
Transparent cover so display is visible
Padlockable, tamper screw or tag compatible
Light grey high gloss finish
High-impact UV resistant polycarbonate UL rating F1
Flammability rating UL-94 5VA
NEMA 4x rating when combined with 60xx monitors
Falling ball Impact @ 73 deg F 900 in/lb

With a unique split sampling tube 
inserted into a duct, air is forced 
in one side of the tube and pulled 
out the other side, circulating air 
from the duct through the sample 
box.  A clear cover seals the Gas 
Monitor inside and snaps open 
for easy maintenance

v1.0

7.36in (18.69cm)

4in (10.19cm)

4.8in (12.19cm)
4in (10.16cm)

Ø0.31in (Ø0.78cm) TYP

9in 
(22.86cm)

8.88in 
(22.54cm)

5.5in
(13.97cm)

6.54in (16.6cm)

9.8in
(24.89cm)

8.5in
(21.68cm)

5.5in
(14.05cm)

8.25in (20.96cm)

10in 
(25.4cm)

3/4in 
(1.91cm)

high pressure side low pressure sidelow pressure side

Dual section tube forces air in from one side 
and pulls air through the other side
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